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DRAWING FROM APPROVED 2022.05.18 DRB SUBMITTAL

ADA & LIFE SAFETY MEASURES
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NOTES
	 1. TOTAL PARKING STALLS = 56

	 2. ADA PARKING STALLS = 3 (5.3%)

	 3. EV READY STALLS = 6 (10.7%)
	     INCLUDES 2 ACCESSIBLE

T

NEW EV STATIONS A-C

PROPOSED NEW TRANS-
FORMER LOCATION (T)

UNDERGROUND CONDUIT 
TO (6) EV READY STALLS

LEGEND

ADA COMPLIANCE

NEW ACCESSIBLE ROUTE
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DRAWING FROM APPROVED 2019.02.20 DRB RE-SUBMITTAL



EGRESS UPDATES
DRAWING FROM APPROVED 2019.02.20 DRB SUBMITTAL

UPUP

DN

FD FD

FEFE

FE
FIRE RESISTANCE DESIGNATIONS

FW FIRE WALL  (IBC SECTION 706)

FB FIRE BARRIER  (IBC SECTION 707)

SE SHAFT ENCLOSURE  (IBC SECTION 713)

FP FIRE PARTITION  (IBC SECTION 708)

SB SMOKE BARRIER  (IBC SECTION 709)

SP SMOKE PARTITION  (IBC SECTION 710)

CODE SHEET GRAPHICS LEGEND

23

FW

CHAPTER 7 CODE
CONSTRUCTION
DESIGNATION

1 HR. RATED ASSEMBLY
(30 MINUTES, WHEN PERMITTED)

2 HR. RATED ASSEMBLY

3 HR. RATED ASSEMBLY

SMOKE PARTITION
(NON-RATED ASSEMBLY)

NON-RATED ASSEMBLY

REQUIRED EXIT
DESIGNATION

EXIT LOAD AT DOOR

DIRECTION OF TRAVEL

NAMED PATH OF TRAVEL - SEE
SCHEDULE FOR TOTAL TRAVEL

DISTANCE

EGRESS
PATH FIRE EXTINGUISHER CABINET

FEC

A SIGNAGE TYPE TAG

ROOM
101

150 SF
100 2

150
A-2

ROOM NAME
ROOM NO.

OCCUPANCY 
LOAD FACTOR 

OCCUPANCY 
TYPE

ROOM AREA

OCCUPANT 
LOAD

# OF EXITS REQU.

POINT OF ENTRY 

POINT OF EGRESS

POINT OF ACCESSIBLE ENTRY 

ACCESSIBLE ROUTE 

UNOCCUPIED CRAWL SPACE 

A

1

1,569 SF

UNIT 4-1
A101

8 1
200

R-2

775 SF

UNIT 2-2
B101

4 1
200

R-2
775 SF

UNIT 2-2
B102

4 1
200

R-2

1,569 SF

UNIT 4-1
C101

8 1
200

R-2

1
G-109

______

4
G-109

______ 3
G-109

______ 2
G-109

______

FBFBFB
FPFPFP

190 SF

LAUNDRY
A-100a

1 1
200

R-2

622 SF

BUILDING
MECHANICAL/
ELECTRICAL

B-103

2 1
300

R-2
190 SF

LAUNDRY
B-100a

1 1
200

R-2

193 SF

LAUNDRY & TRASH
C-100a

2 1
200

R-2

EXIT LOAD

REQ'D  WIDTH

STAIR WIDTH

STAIR A

4' - 4"

0' - 4 1/2"

15

1
G-107

______

2
G-108

______

5
G-108

______

2
G-107

______

1
G-108

______

4
G-108

______

3
G-108

______

6
G-108

______

EXIT LOAD

REQ'D  WIDTH

STAIR WIDTH

STAIR C

4' - 4"

0' - 4 1/2"

15

OUT TO OUT
212' - 2 3/4"

O
U

T 
TO

 O
U

T
71

' -
 2

 3
/4

"

CORRIDOR

CORRIDOR

1

2 3

4

2HR STAIR WALLS  
@ FOUNDATION 
PROVIDED BY 8" OF 
LIGHTWEIGHT CIP; 
RE: IBC TABLE 
721.1, ITEM 1-1.2, 
TYPICAL.

1HR EXTERIOR 
BEARING WALLS; UL 
U356, SEE 
E3.1/G-501, TYP.

1HR INTERIOR 
BEARING WALLS; 
WP-3910, SEE 
W84/G-503, TYP.

GENERAL NOTE:
2HR FIRE WALLS AT STAIR 
SHAFTS MAY TERMINATE 
AT INTERIOR SURFACE OF 
EXTERIOR SHEATHING OF 
1HR EXTERIOR WALLS PER 

15

14

15

1HR WALLS AT 
FOUNDATION 
PROVIDED BY 8" OF 
LIGHTWEIGHT CIP; 
RE: IBC TABLE 
721.1, ITEM 1-1.2, 
TYPICAL.

232' - 8 1/2" AT XXd XX' XX"

TO NEAREST BENCHMARK,

RE: SURVEY

23' - 0"

5' 
-8

"

14' - 0"

5' 
-8

"

13
' -

2"

5' - 3"

10
' -

0"

1' - 6"

13
'-1

0"

25' - 7"

3' 
-0

"

6' - 3"

1' 
-4

" 15' - 6"

22
' -

0"

5' - 5"

23' - 0"5' 
-6

"

15
' -

0"

14' - 0"

12
' -

6"

4' - 10"

4' - 5"

64 SF

STORAGE
A-100b

0 1
200

R-2

53 SF

TRASH
B-100c

0 1
200

R-2

21 SF

STORAGE
B-100b

0 1
200

R-2

64 SF

STORAGE
C-100b

0 1
200

R-2

9'
 - 

11
 3

/8
"

9'
 - 

11
 3

/8
"

9' - 10 3/4"

2
G-110B

______

CRS TABLE

TYPE A

TYPE B

UNIT TYPE NO. POINT 
VALUE

POINTS

TOTAL POINTS:

2

3

6

4

12

12

24

*POINTS REQ'D: 18
*(RE: TITLE 9 SECTION 9-5-105.2(a))

PROJ. NO.

DRAWN:

CHECKED:

DATE:

APPROVED:

3003 Larimer Street
Denver, Colorado 80205

phone 303.861.5704
www.ozarch.com
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BS

CODE PLAN NOTES
1 BUILDING SHALL BE SPRINKLERED THROUGHOUT IN ACCORDANCE WITH IBC CHAPTER

9 AND NFPA 13-R. PROVIDE DRY SPRINKLER SYSTEM WHERE APPROPRIATE AND AT
ALL UNCONDITIONED LOCATIONS. FIRE PROTECTION ENGINEERING BY OTHERS.

2 AREA OF REFUGE IS NOT REQUIRED PER 1007.3 EXCEPTION NO.3.
3 SEE G-500 SERIES SHEETS FOR LISTED ASSEMBLIES FOR FLOOR/CEILINGS,

ROOF/CEILINGS, EXTERIOR WALLS, AND PARTITIONS.  LISTED FIRE-RESISTIVE
ASSEMBLIES MAY BE SUBSTITUTED WITH APPROVAL OF AUTHORITY HAVING
JURISDICTION AND ARCHITECT.

4 SEE DOOR SCHEDULE, SHEET A-610 FOR DOOR RATINGS. ALL RATED DOORS TO
COMPLY WITH IBC 716

5 ALL PENETRATIONS THROUGH FLOORS AND RATED WALLS TO BE FIRESTOPPED IN
ACCORDANCE WITH IBC CHAPTER 7.

6 THE GC IS TO COORDINATE FIRE DEPARTMENT CONNECTION (FDC) LOCATION WITH
AUTHORITY HAVING JURISDICTION AND ARCHITECT.

7 THE GC IS TO COORDINATE KNOX BOX LOCATION WITH FIRE DEPARTMENT AND
ARCHITECT.

CD_FIRE EXTINGUISHER / CABINET SCHEDULE

TYPE
MARK

EXTINGUISHER
TYPE DESCRIPTION COUNT

CD_OCC LOAD CALC SUM 18 IBC AREA_LEVEL 0

Number Name Area
Code

Occupancy

Occupancy Occupant
Load

Factor

Occup
ant

Load

Required
Number of

Exits
Req'd Exit

Width
Table 1004.1.2 -
Use Description

19 UNEXCAVATED CRAWAL SPACE 974 SF CRAWLSPACE
-

UNOCCUPIED

(none)

A101 UNIT 4-1 1,569 SF R-2 (none) 200 8 1
A-100a LAUNDRY 190 SF R-2 (none) 200 1 1
A-100b STORAGE 64 SF R-2 (none) 200 0 1
B101 UNIT 2-2 775 SF R-2 (none) 200 4 1
B102 UNIT 2-2 775 SF R-2 (none) 200 4 1
B-100a LAUNDRY 190 SF R-2 (none) 200 1 1
B-100b STORAGE 21 SF R-2 (none) 200 0 1
B-100c TRASH 53 SF R-2 (none) 200 0 1
B-103 BUILDING MECHANICAL/ ELECTRICAL 622 SF R-2 (none) 300 2 1
C101 UNIT 4-1 1,569 SF R-2 (none) 200 8 1
C-100a LAUNDRY & TRASH 193 SF R-2 (none) 200 2 1
C-100b STORAGE 64 SF R-2 (none) 200 0 1
C-101 UNOCCUPIED CRAWLSPACE 1,540 SF CRAWLSPACE

-
UNOCCUPIED

(none)

C-102 UNEXCAVATED CRAWL SPACE 1,544 SF CRAWLSPACE
-

UNOCCUPIED

(none)

LEVEL 0 - ZONE A 10,142
SF 30

Grand total 10,142
SF 30

CHAPTER 5 – GENERAL BUILDING HEIGHT AND AREA:

502.1 – REQUIRES APPROVAL BY AHJ OF THE PROJECT ADDRESS AND 
LOCATION OF ADDRESS IDENTIFICATION SIGNAGE; CHARACTERS 
SHALL BE MIN. 4” TALL AND MIN. ½” STROKE WIDTH WITH 
CONTRASTING BACKGROUND.

503.1 – BUILDING HEIGHT, NO. OF STORIES, AND BUILDNG AREA SHALL 
NOT EXCEED SECTIONS 504 AND 506; could this section be used to validate 
3 buildings instead of 1?  Review interpretation w/Code Official

TABLE 504.3 - ALLOWABLE HEIGHT IN FEET ABOVE GRADE PLANE:  
BASED ON R-2 OCCUPANCY, AUTOMATIC SPRINKLERS PER S13R 
(NFPA-13R) or S (NFPA-13) AND CONSTRUCTION TYPE V-A; 

ALLOWABLE HEIGHT = 60’-0” (IF NFPA-13R)      
ALLOWABLE HEIGHT = 70’-0” (IF NFPA-13) …choose 1
PROPOSED HEIGHT = XX’-XX”

TABLE 504.4 – ALLOWABLE NO. OF STORIES:  BASED ON R-2 
OCCUPANCY, AUTOMATIC SPRINKLERS PER S13R or S AND 
CONSTRUCTION TYPE V-A; 

ALLOWABLE NO. OF STORIES = 4 
NO. OF STORIES = 3 w/BASEMENT
or 4 (including basement)

SECTION 506.2 – ALLOWABLE AREA SHALL BE DETERMINED PER 
SECTIONS 506.2.1 THRU 506.2.4 AND SECTION 506

CHAPTER 3 – OCCUPANCY AND USE:

PRIMARY OCCUPANCY CLASSIFICATION:

ACCESSORY USES (>10%): 

ACCESSORY USES (<10%):

SEPARATED USES:

CHAPTER 4 – SPECIAL DETAILED REQUIREMENTS BASED ON OCC. & 
USE:

420.2 - WALLS SEPARATING DWELLING UNITS SHALL BE 
CONSTRUCTED AS FIRE PARTITIONS PER SECTION 708.

420.3 -= FLOOR ASSEMBLIES SEPARATING DWELLING UNITS SHALL BE 
CONSTRUCTED AS HORIZONTAL ASSEMBLIES PER SECTION 711.

420.4 – GROUP R OCCUPANCIES SHALL BE EQUIPPED THROUGHOUT 
WITH AN AUTOMATIC SPRINKLER SYSTEM PER SECTION 903.2.8 AND, 
QUICK-RESPONSE OR RESIDENTAL AUTOMATIC SPRINKLERS SHALL 
BE INSTALLED PER SECTION 903.3.2.

420.5 – FIRE ALARM SYSTEMS AND SMOKE ALARMS SHALL BE 
PROVIDED PER SECTION 907.2.9 AND, SINGLE OR MULTIPLE-STATION 
SMOKE ALARMS SHALL BEPROVIDED PER 907.2.10.

420.9 – COOKING APPLIANCES USED OF DOMESTIC COOKING SHALL 
BE PER SECTION 917.2 OF THE IMC.

TABLE 506.2 – TABULAR AREA (At) FOR TYPE V-A:

IF TYPE S13R (NFPA-13R) SPRINKLERS: At = 12,000 SF/STORY
IF TYPE SM (NFPA-13) SPRINKLERS: At = 36,000 SF/STORY…choose 
1

Total allowable building area = 12,000 X 3 = 36,000
Basement is not included per Section 506.1.3

AREA CALCULATIONS (ASSUME At = 12,000
LEVEL ALLOWABLE (At) PROPOSED
L0 12,000 SF   8,765
L1 12,000 SF   9,936
L2 12,000 SF   9,936
L3 12,000 SF   9,936
TOTALS 48,000 SF 38,573

AREA INCREASES: APPLICABLE APPLIED
FRONTAGE (If) = 75% YES NO
SPRINKLERS(Is) = 200% YES NO

See TR for tabulations, if required to show

SECTION 508.4 – SEPARATED OCCUPANCIES:
No separation of occupancies is required (incidental and <10%)

SECTION 509 – INCIDENTAL USES only applicable per below
IF FURNACE IS >400,00 BTUs, SPRINKLERED WITH SMOKE 
RESISTANT CONSTRUCTION

IF BOILER IS OVER 15 PSI AND 10 HP, SPRINKLERED WITH SMOKE 
RESISTANT CONSTRUCTION

EGRESS PATH LENGTH

PATH
SEGMENT

NAME
PATH TOTAL

LENGTH
MAX DISTANCE

ALLOWED

TRAVEL DISTANCE
46' - 10"

1 75' - 5" 250' - 0"
2 59' - 4" 250' - 0"
3 53' - 7" 250' - 0"
4 74' - 8" 250' - 0"
5 59' - 2" 250' - 0"
6 108' - 8" 250' - 0"
7 51' - 10" 250' - 0"
8 53' - 8" 250' - 0"
9 92' - 4" 250' - 0"

10 66' - 3" 250' - 0"
11 122' - 8" 250' - 0"
12 69' - 0" 250' - 0"
13 56' - 5" 250' - 0"
14 56' - 5" 250' - 0"
15 98' - 11" 250' - 0"
16 83' - 5" 250' - 0"
19 99' - 7" 250' - 0"
21 62' - 4" 250' - 0"
22 60' - 6" 250' - 0"
23 85' - 0" 250' - 0"
24 46' - 10" 250' - 0"
26 101' - 5" 250' - 0"
27 108' - 3" 250' - 0"
29 124' - 10" 250' - 0"

RESIDENTIAL APARTMENTS 
(R-2)

RESIDENT STORAGE (S-1); 
RESIDENT LAUNDRY, 
MANAGERS OFFICE, MEP 
SERVICE ROOMS CLASSIFIED 
AS R-2 PER 311.1.1

NONE

NO

UPUP

UPDN

FE

FE

FE

FE

A

1

786 SF

UNIT 2-1
A201

4 1
200

R-2

784 SF

UNIT 2-1
A204

4 1
200

R-2

1,562 SF

UNIT 4-2
B201

8 1
200

R-2
1,352 SF

UNIT 4-2
B202

7 1
200

R-2

783 SF

UNIT 2-1
C201

4 1
200

R-2

784 SF

UNIT 2-1
C204

4 1
200

R-2

1
G-109

______

4
G-109

______ 3
G-109

______ 2
G-109

______

785 SF

UNIT 2-1
A202

4 1
200

R-2

784 SF

UNIT 2-1
A203

4 1
200

R-2

783 SF

UNIT 2-1
C202

4 1
200

R-2

784 SF

UNIT 2-1
C203

4 1
200

R-2

FP

FBFBFB FPFP FPFP

FBFBFB

209 SF

OFFICE, TRASH, &
LAUNDRY

20

1 1
200

R-2

2
G-107

______

1
G-107

______

2
G-108

______

5
G-108

______

1
G-108

______

4
G-108

______

3
G-108

______

6
G-108

______

OUT TO OUT
212' - 0"

O
U

T 
TO

 O
U

T
71

' -
 6

 1
/4

"

8

11

OCCUPANCY/ USE

R-2

EXIT LOAD

REQ'D  WIDTH

STAIR WIDTH

STAIR C

4' - 4"

0' - 4 1/2"

15EXIT LOAD

REQ'D  WIDTH

STAIR WIDTH

STAIR A

4' - 4"

0' - 2 3/8"

8

CORRIDOR

CORRIDOR

CORRIDOR

5 6

711

9

10

11 12

1314

EGRESS GATE AT 
LEVEL 0.5 LANDING

2HR FIRE WALLS @ 
STAIRS; UL U301, 
SEE W46/G-503, 
TYP.

PERIMETER 
EXTERIOR WALLS 
RATED 1HR FROM 
INTERIOR ONLY; 
UL U356, SEE 
E1.1/G-501, TYP.

1HR FIRE 
PARTITIONS 
BETWEEN 
DWELLING UNITS; 
WP-3910, SEE 
W84/G-503, TYP.

1HR INTERIOR 
BEARING WALLS; 
WP-3910, SEE 
W84/G-503, TYP.

GENERAL NOTE:
2HR FIRE WALLS AT STAIR 
SHAFTS MAY TERMINATE 
AT INTERIOR SURFACE OF 
EXTERIOR SHEATHING OF 
1HR EXTERIOR WALLS PER 
TABLE 706.4, FOOTNOTE A, 
EXCEPTION 1.

7'
 - 

5"

RISER FOR FDC, 
SEE LEVEL 0 FOR 
CONTINUATION 
FROM WATER 
ENTRY ROOM

GENERAL NOTE:
SEE SITE PLAN FOR 
CONTINUATION OF 
ACCESSIBLE ROUTES

8

8

7

EXIT LOAD

REQ'D  WIDTH

STAIR WIDTH

STAIR B

4' - 6"

0' - 2 3/8"

8

8
8

25' - 0"5' 
-0

"

26
' -

2"

2' - 8" 14' - 3"
24

' -
1"

24' - 8" 5' 
-0

"

5' 
-6

"

23' - 0"

15
' -

0"

2' - 0"

5' 
0"

5' 
0"

2' - 6"

14
' -

0"

27' - 6"

4' 
-5

"

22
' -

6"

7' - 9"

13
'-1

0"

11' - 0"

4' - 10"

35
' -

0"

19' - 2"

23' - 0"

5' 
-6

" 15
' -

0"

2' - 0"

5' 
-0

"

5' 
-6

"

23' - 0"

15
' -

0"

2' - 0"

5' 
-0

"

23' - 0"

5' 
-6

"

15
' -

0"

2' - 0"

5' 
-0

"

5' 
-6

"

23' - 0"

15
' -

0"

2' - 0"

5' 
-0

"

5' 
-6

"

32' - 6"

6' 
-0

"

2' - 10"

15
' -

0"

6' 
-0

"

32' - 0"3' 
-0

"

14' - 0"

4' 
-5

"

8' 
-6

"

10' - 0"

14' - 4"

3' 
-3

"
5' 

-5
"

10
' -

 0
"

24
' -

 5
"

9'
 - 

7"
24

' -
 6

"

77' - 0" 58' - 6" 9' - 6"

9' - 7" 24' - 6" 9' - 6" 24' - 6" 9' - 7"

9'
 - 

11
 3

/8
"

9'
 - 

11
 3

/8
"

9' - 10 3/4"

2
G-110B

______

FIRE RESISTANCE DESIGNATIONS
FW FIRE WALL  (IBC SECTION 706)

FB FIRE BARRIER  (IBC SECTION 707)

SE SHAFT ENCLOSURE  (IBC SECTION 713)

FP FIRE PARTITION  (IBC SECTION 708)

SB SMOKE BARRIER  (IBC SECTION 709)

SP SMOKE PARTITION  (IBC SECTION 710)

CODE SHEET GRAPHICS LEGEND

23

FW

CHAPTER 7 CODE
CONSTRUCTION
DESIGNATION

1 HR. RATED ASSEMBLY
(30 MINUTES, WHEN PERMITTED)

2 HR. RATED ASSEMBLY

3 HR. RATED ASSEMBLY

SMOKE PARTITION
(NON-RATED ASSEMBLY)

NON-RATED ASSEMBLY

REQUIRED EXIT
DESIGNATION

EXIT LOAD AT DOOR

DIRECTION OF TRAVEL

NAMED PATH OF TRAVEL - SEE
SCHEDULE FOR TOTAL TRAVEL

DISTANCE

EGRESS
PATH FIRE EXTINGUISHER CABINET

FEC

A SIGNAGE TYPE TAG

ROOM
101

150 SF
100 2

150
A-2

ROOM NAME
ROOM NO.

OCCUPANCY 
LOAD FACTOR 

OCCUPANCY 
TYPE

ROOM AREA

OCCUPANT 
LOAD

# OF EXITS REQU.

POINT OF ENTRY 

POINT OF EGRESS

POINT OF ACCESSIBLE ENTRY 

ACCESSIBLE ROUTE 

UNOCCUPIED CRAWL SPACE 

PROJ. NO.

DRAWN:

CHECKED:

DATE:

©  OZ ARCHITECTURE

SCALE:
SHEET NUMBER

SHEET  TITLE:

ISSUED FOR:

APPROVED:
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2022/07/01

90% CD / PRICING SET

LIFE SAFETY PLAN -
LEVEL 1

G-103

LOT 1 - EAST VAIL
HOUSING

BS

1/8" = 1'-0"
1 LIFE SAFETY PLAN - LEVEL 1

PROJECT 
NORTH

TRUE 
NORTH

0' 4' 8' 16' 32'

Not applicable; no exterior balconies

SECTION 705.3 – BUILDINGS ON THE SAME LOT
Not applicable; OZ’s position is that this is 1 building and not 3

Verify this applies to Stairs A, B and C

GENERAL NOTE: ALL STORAGE AND 
CIRCULATION SPACES ARE ACCESSORY TO THE 
RESIDENTIAL USE AND ARE CLASSIFIED AS (R-2) 
PER SECTION 311.1 (NO SEPARATION REQUIRED 
BETWEEN USES) 

CIRCULATION

ADA & LIFE SAFETY MEASURES
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SNOW FENCE DESIGNADA & LIFE SAFETY MEASURES

DRAWING FROM APPROVED 2022.05.18 DRB SUBMITTAL

A1:3.0GS -  1/2/3

NTS2 TYPICAL SNOW FENCE - ROOF

OARD 

D TRIM

D TRIM

2' - 0"

MTL FLG W/ HEMMED EDGE

2X8 WOOD CEDAR BOARD 
OVER 2X10 CEDAR FASCIA 
BOARD
2 X 8 STRUCTURAL FASCIA 
BETWEEN RAFTER TAILS, 
RE:STRUCTURAL

SOFFIT BOARD

1/2" 3 1/2"

SOFFIT TRIM BEYOND

CONT 5/4" X 2" CEMENT BD 
TRIM

CONT CLEAT

SNOW FENCE BEYOND

R1

TWN 

M ON ALL 

R KICKER

SEALANT 
E

G

D STL 

D MEMB 
TE, 
NT BEAD 

SOFFIT TRIM BEYOND

GRID

VARIES RE: ROOF PLAN

2X8 WD BLOCKING BTWN 
RAFTER TAILS

8" X 8" HAND HEWN CEDAR 
TIMBER, NO STAIN, BOLTED 
TO STEEL TABS

2X WD BLOCKING BTWN 
RAFTER W/2X LEDGE 
ATTACHED TO SIDERAFTER

STL BASE PLATE ATTACHED 
TO WD BLOCKING

PREFIN SOFFIT VENT 
W/INTEGRAL BUG SCREEN

5/4" CEMENT BD TRIM, CUT 
TO FIT

5/4" X 2" CEMENT BD TRIM

PROVIDE BAFFLE FOR 
LENGTH OF EAVE VENT 
THAT EXTENDS OVER THE 
INSULATION 

2X8 WOOD CEDAR BOARD 
OVER 2X10 CEDAR FASCIA 
BOARD

E2.1

2'
-0

" R
E:

 S
TR

U
C

T

1'
 - 

8"

TOP OF PITCH PAN

1"
5 1/4"

1"

7 
3/

4"
6"

8 
1/

2"
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PLASTIC SPACER

3/8" SQUARE STEEL TAB 
ATTACHED TO STANCHION

2" DIA STL PIPE, WELDED 
TO STANCHION; PTD

PTD STANCHION; RE: 
STRUCT

24" WIDE HIGH TEMP SELF 
ADHERED MEMB OVER EAVE 
FLG
SNOW MELT EAVE PANEL

WRAP ROOF MEMB OVER 
SNOW MELT EAVE PANEL

RIB MOUNTED CLIP ON 
SNOW FENCE

1 1/2"
2"

1/2"

ICE FLAGS ATTACHED TO 
SIDE OF TIMBEREQ

EQ

EQ

4 
1/

2"

PROVIDE (4x) 2" DIA STL 
PIPES BEYOND THE LAST 
STANCHION. WELD TO 
STANCHION AND A STL 
PLATE ON THE 
CANTILEVERED END.   
LOWEST PIPE TO HAVE ICE 
FLAG

DOUBLE WIRE GUTTER 
SNOW MELT; EXTEND INTO 
DOWN SPOUTS

E3.1 WHERE OCCURS

CEMENT BD SOFFIT

R1

5/4" X 4" CEMENT BD TRIM

UNDERLAYMENT

3" 3 
1/

2"
7"

1"

2"
3"

2" CONCEALED BEAM TIE 
RE:STRUCT

6" X 6" RS DOUG FIR KICKER

ALL SIDES OF BEAM.

STL PLATE, PTD; RE:STRUC

BACKER ROD AND SEALANT 
ALL SIDES OF PLATE

WOOD T&G SOFFIT

8x8 VERT HEAVY TIMBER

MTL FLG W/ HEMMED EDGE

2X8 WOOD CEDAR BOARD 
OVER 2X10 CEDAR FASCIA 
BOARD

2 X 8 STRUCTURAL FASCIA 
BETWEEN RAFTER TAILS, 
RE:STRUCTURAL

SOFFIT BOARD

SOFFIT TRIM BEYOND

CONT 5/4" X 2" CEMENT BD 
TRIM

CONT CLEAT

WOOD BLOCKING RE: 
STRUCT

THRU BOLT RE: STRUCT

5/4" X 2" CEMENT BD TRIM 
AROUND HT
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Checker

2022/07/01

90% CD / PRICING SET

ROOF DETAILS

A-660

LOT 1 - EAST VAIL
HOUSING

Approver

RIM

1 1/2" = 1'-0"
2 ROOF RAKE DETAIL

F
3" = 1'-0"

1 TYPICAL SNOW FENCE - ROOF

 FENCE FLASHING

1 1/2" = 1'-0"
3 TYPICAL KICKER @ LOWER ROOF

DRAWING FROM APPROVED 2019.02.20 DRB SUBMITTAL
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FIRE DEPARTMENT ACCESS

C4.3

Turning Performance Analysis

Bid Number: 1493 Chassis: Velocity Chassis, PAP (Big Block), 2010
Department: Pierce Field Unit (original) Body: Aerial, Platform 100', Alum Body

Parameters:

*Inside Cramp Angle: 40°
Axle Track: 82.92 in.
Wheel Offset: 4.68 in.
Tread Width: 16.3 in.
Chassis Overhang: 78 in.
Additional Bumper Depth: 19 in.
Front Overhang: 146.1 in.
Wheelbase: 257.5 in.

Calculated Turning Radii:
Inside Turn: 24 ft. 6 in.
Curb to curb: 40 ft. 0 in.
Wall to wall: 47 ft. 6 in.

Notes:

*Actual Inside cramp angle may be less than shown.

Curb to Curb turning radius calculated for 9.00 inch curb.

08/11/2021

Category Option Description
Axle, Front, Custom 0508846 Axle, Front, Oshkosh TAK-4, Non Drive, 24,000 lb, Velocity
Wheels, Front 0019611 Wheels, Front, Alcoa, 22.50" x 12.25", Aluminum, Hub Pilot
Tires, Front 0677592 Tires, Front, Goodyear, G296 MSA, 425/65R22.50, 20 ply, Fire Service Load 

Rating
Bumpers 0123625 Bumper, 19" Extended, Imp/Vel
Aerial Devices 0784643 Aerial, 100' Pierce Platform, 35 MPH Wind Rating, 400lb Tip Load Allowance

FIRE DEPARTMENT ACCESS

•	 WORKED WITH FIRE DEPT ON TURNING 
RADIUS  FOR NEW TRUCK

•	 WIDTH COMPLIANCE OF DRIVEWAY 

ADA & LIFE SAFETY MEASURES
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